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SECTION 1: Identification of the substance/mixturand of the company/undertaking

- 1.1 Product identifier
- Trade name: presto BOB rust sealant

- Article number: 603710, 603727alt, 603734alt

- 1.2 Relevant identified uses of the substance oxtomrie and uses advised against
No further relevant information available.

- Sector of Use
SU22 Professional uses: Public domain (admint&irg education, entertainment, services, craftgmen
SU21 Consumer uses: Private households / gepelalic / consumers

- Product categorfPC9a Coatings and paints, thinners, paint remsver

- Process categorfyROC10 Roller application or brushing

- Application of the substance / the mixtuteacquer

- 1.3 Details of the supplier of the safety data shee
- Manufacturer/Supplier:

European Aerosols GmbH*

Kurt Vogelsang Strasse 6

D-74855 HaRmersheim

Tel.: +49 (0) 6266 750

e-mail: sds-de@european-aerosols.com

*Formerly known as Motip Dupli GmbH

- Further information obtainable from:Department Product Safety
- 1.4 Emergency telephone number:

Tel.:+49 6266-75-310

Fax +49 6266-75-362

(Mo - Th 08:00 am - 04:00 pm, Fr 08:00 am - 00:30)p

UK:
Public emergeny phone no: 111
Only for healthcare professionals: 0344 892 0111

Ireland:
Poison center if childs have been poisened: 018 b (8:00 am - 10:00 pm, 7 days)
Only for healthcare professionals: 01 809 2566 {247 days)

Tox Info Suisse 145 (24-h-emergency number)

SECTION 2: Hazards identification

- 2.1 Classification of the substance or mixture
- Classification according to Regulation (EC) No 12/2D08

flame

Flam. Lig. 2 H225 Highly flammable liquid and vapour.

@ corrosion

Eye Dam. 1 H318 Causes serious eye damage.
(Contd. on page 2)
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Skin Irrit. 2 H315 Causes skin irritation.

- 2.2 Label elements
- Labelling according to Regulation (EC) No 1272/2008

The product is classified and labelled accordinghite GB CLP regulation.
- Hazard pictograms

GHS02 GHS05

- Signal wordDanger

- Hazard-determining components of labelling:
iso-butanol
[3-(2,3-epoxypropoxy)propyl]trimethoxysilane

- Hazard statements
H225 Highly flammable liquid and vapour.
H315 Causes skin irritation.

H318 Causes serious eye damage.

- Precautionary statements

P101 If medical advice is needed, have product éonetaor label at hand.

P102 Keep out of reach of children.

P210 Keep away from heat, hot surfaces, sparks, igames and other ignition sources. No
smoking.

P280 Wear protective gloves / eye protection.

P305+P351+P338 IF IN EYES: Rinse cautiously withavdbr several minutes. Remove contact lenses, if
present and easy to do. Continue rinsing.

P310 Immediately call a POISON CENTER/doctor.
P403+P233 Store in a well-ventilated place. Keeptaorer tightly closed.
P501 Dispose of contents / container in accordanite krggional regulations.

- Additional information:
EUH205 Contains epoxy constituents. May producellengic reaction.
- 2.3 Other hazards
- Results of PBT and vPvB assessment
- PBT: Not applicable.
- vPvB: Not applicable.

SECTION 3: Composition/information on ingredients

- 3.2 Mixtures
- Description: Mixture of substances listed below with nonhazasdadditions.

- Dangerous components:
CAS: 64-17-5 ethanol 50-<75%

EINECS: 200-578-6 & Flam. Lig. 2, H225
Index number: 603-002-00:&r> Eye Irrit. 2, H319
Reg.nr.: 01-2119457610-43Specific concentration limit: Eye Irrit. 2; H319: £50 %

(Contd. on page 3)
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CAS: 78-83-1 iso-butanol 5-<10%
EINECS: 201-148-0 & Flam. Lig. 3,H226

Index number: 603-108-00+&> Eye Dam. 1, H318
Reg.nr.: 01-2119484609-2&y> Skin Irrit. 2, H315; STOT SE 3, H335-H336

CAS: 107-98-2 1-methoxy-2-propanol 5-<10%
EINECS: 203-539-1 & Flam. Lig. 3,H226
Index number: 603-064-00:31> STOT SE 3, H336

Reg.nr.: 01-2119457435-35
EC number: 905-588-0 xylene 5-<10%

Index number: 601-022-00+%> Flam. Liq. 3, H226
Reg.nr.: 01-2119488216-3%% STOT RE 2, H373; Asp. Tox. 1, H304
@ Acute Tox. 4, H312; Acute Tox. 4, H332; Skin I2itH315;

Eye Irrit. 2, H319; STOT SE 3, H335

CAS: 2530-83-8 [3-(2,3-epoxypropoxy)propyl]trimethoxysilane 2.5-<5%
EINECS: 219-784-2 & EyeDam.1,H318

Aquatic Chronic 3, H412

EUH205
CAS: 123-86-4 n-butyl acetate 2.5-<5%
EINECS: 204-658-1 & Flam. Lig. 3,H226

Index number: 607-025-00r&> STOT SE 3, H336
Reg.nr.: 01-2119485493-29EUHO066

CAS: 78-93-3 butanone <0.5%
EINECS: 201-159-0 & Flam. Lig. 2,H225
Index number: 606-002-00:3y> Eye Irrit. 2, H319; STOT SE 3, H336

Reg.nr.: 01-2119457290-432UH066

- Additional information:
xylene: Contains ethylbenzene CAS 100-41-4
For the wording of the listed hazard phrases réfesection 16.

SECTION 4: First aid measures

- 4.1 Description of first aid measures
- After inhalation: In case of unconsciousness place patient stal8ide position for transportation.
- After skin contact:immediately wash with water and soap and rinsedhghly.
- After eye contactRinse opened eye for several minutes under runmatgr. Then consult a doctor.
- After swallowing: Drink plenty of water and provide fresh air. Call fa doctor immediately.
- 4.2 Most important symptoms and effects, both acamel delayedNo further relevant information available.
- 4.3 Indication of any immediate medical attentioma special treatment needed
No further relevant information available.

SECTION 5: Firefighting measures

- 5.1 Extinguishing media
- Suitable extinguishing agents:
CO2, powder or water spray. Fight larger fires witlater spray or alcohol resistant foam.
- For safety reasons unsuitable extinguishing agen@ater with full jet
- 5.2 Special hazards arising from the substance dxiure
No further relevant information available.
No further relevant information available.
- 5.3 Advice for firefighters
- Protective equipmentiNo special measures required.

GB —
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SECTION 6: Accidental release measures

- 6.1 Personal precautions, protective equipment amdergency procedures
Wear protective equipment. Keep unprotected peraoiy.
Keep away from ignition sources.
- 6.2 Environmental precautionsbo not allow to enter sewers/ surface or groundexat
- 6.3 Methods and material for containment and cleagiup:
Absorb with liquid-binding material (sand, diatomitacid binders, universal binders, sawdust).
Use neutralising agent.
Dispose contaminated material as waste accordingptidion 13.
Ensure adequate ventilation.
- 6.4 Reference to other sections
See Section 7 for information on safe handling.
See Section 8 for information on personal protecéquipment.
See Section 13 for disposal information.

SECTION 7: Handling and storage

- 7.1 Precautions for safe handlinblo special measures required.
- Information about fire - and explosion protection:

Keep ignition sources away - Do not smoke.

Protect against electrostatic charges.

- 7.2 Conditions for safe storage, including any inopatibilities
- Storage:
- Requirements to be met by storerooms and recepsa8tore in a cool location.
- Information about storage in one common storage figg: Not required.
- Further information about storage conditions:
Keep container tightly sealed.
Store in cool, dry conditions in well sealed recegs.
- Storage class3
- 7.3 Specific end use(§o further relevant information available.

SECTION 8: Exposure controls/personal protection

- 8.1 Control parameters
- Ingredients with limit values that require monitang at the workplace:
64-17-5 ethanol
WEL| Long-term value: 1920 mg/m3, 1000 ppm
78-83-1 iso-butanol
WEL| Short-term value: 231 mg/m3, 75 ppm
Long-term value: 154 mg/ms3, 50 ppm
107-98-2 1-methoxy-2-propanol
WEL| Short-term value: 560 mg/m3, 150 ppm
Long-term value: 375 mg/m3, 100 ppm
Sk
xylene
WEL| Short-term value: 441 mg/m3, 100 ppm
Long-term value: 220 mg/m3, 50 ppm
Sk; BMGV
123-86-4 n-butyl acetate

WEL| Short-term value: 966 mg/m3, 200 ppm
Long-term value: 724 mg/m3, 150 ppm

(Contd. on page 5)
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78-93-3 butanone

WEL| Short-term value: 899 mg/ms, 300 ppm
Long-term value: 600 mg/m3, 200 ppm

Sk, BMGV
- DNELs
64-17-5 ethanol
Oral DNEL | 87 mg/kg /per day (Consumer, longterm sygte
Dermal | DNEL 343 mg/kg /per day (Worker, longterm esyst)
DNEL | 206 mg/kg /per day (Consumer, longterm sysjemic
Inhalative| DNEL 950 mg/m3 (Worker, longterm systemic)
DNEL| 1900 mg/m3 (Worker, acute local)
DNEL| 114 mg/m3 (Consumer, longterm systemic)
DNEL| 950 mg/m3 (Consumer, acute local)

107-98-2 1-meth

oXxy-2-propanol

Oral
Dermal

Inhalative

DNEL
DNEL
DNEL
DNEL
DNEL
DNEL

3.3 mg/kg /per day (Consumer, longtermesyst)
50.6 mg/kg /per day (Worker, longterntesysc)

18.1 mg/kg /per day (Consumer, longterm sysfemi
553.5 mg/m3 (Worker, acute local)

369 mg/m3 (Worker, longterm systemic)

43.9 mg/m3 (Consumer, longterm systemic)

xylene

Oral
Dermal
Inhalative

DNEL
DNEL
DNEL

DNEL

DNEL
DNEL
DNEL
DNEL
DNEL
DNEL

1.6 mg/kg /per day (Consumer, longtermesyst)
180 mg/kg /per day (Worker, longterm esyst)
211 mg/m3 (Worker, longterm systemic)

221 mg/m3 (Worker, longterm local)

442 mg/m3 (Worker, acute systemic)

289 mg/m3 (Worker, acute local)

14.8 mg/m3 (Consumer, longterm systemic)
260 mg/m3 (Consumer; acute systemic)

65.3 mg/m3 (Consumer, longterm local)

260 mg/m3 (Consumer, acute local)

123-86-4

n-butyl

acetate

Oral

Dermal

Inhalative

DNEL
DNEL
DNEL
DNEL
DNEL
DNEL
DNEL
DNEL
DNEL
DNEL
DNEL
DNEL

2 mg/kg /per day (Consumer, longterm syifem
2 mg/kg /per day (Consumer, acute systemic)
11 mg/kg /per day (Worker, longterm gyste

11 mg/kg /per day (Worker, acute systemic)

6 mg/kg /per day (Consumer, longterm systemic)
6 mg/kg /per day (Consumer, acute systemic)
300 mg/m3 (Worker, longterm systemic)

600 mg/m3 (Worker, acute systemic)

300 mg/m3 (Worker, longterm local)

600 mg/m3 (Worker, acute local)

35.7 mg/m3 (Consumer, longterm systemic)
300 mg/m3 (Consumer; acute systemic)

DNEL

35.7 mg/m3 (Consumer, longterm local)

78-93-3 butanone

Oral

‘DNEL

‘ 31 mg/kg /per day (Consumer, longterm syate

(Contd. on page 6)
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Dermal | DNEL 1161 mg/kg /per day (Worker, longterntesysc)
DNEL| 412 mg/kg /per day (Consumer, longterm sysfemic
Inhalativel| DNEL 600 mg/m3 (Worker, longterm systemic)

DNEL| 106 mg/m3 (Consumer, longterm systemic)

-PNECs

64-17-5 ethanol

PNEC 0.96 mg/l (Freshwater)

PNEC 0.79 mg/l (Seawater)

PNEC 2.75 mg/l (Sporadic release)
PNEC 580 mg/l (Sewage treatment plant)
PNEC 3.6 mg/kg (Freshwater sediment)
PNEC 2.9 mg/kg (Seawater sediment)
PNEC 0.63 mg/kg (Soil)

107-98-2 1-methoxy-2-propanol

PNEC 10 mg/l (Freshwater)

PNEC 1 mg/l (Seawater)

PNEC 100 mg/l (Sporadic release)
PNEC| 100 mg/l (Sewage treatment plant)
PNEC 52.3 mg/kg (Freshwater sediment)
PNEC 5.2 mg/kg (Seawater sediment)
PNEC 4.59 mg/kg (Soil)

123-86-4 n-butyl acetate

PNEC 0.18 mg/l (Freshwater)

PNEC 0.018 mg/l (Seawater)

PNEC 0.36 mg/l (Sporadic release)

PNEC 35.6 mg/l (Sewage treatment plant)
PNEC 0.981 mg/kg (Freshwater sediment)
PNEC 0.0981 mg/kg (Seawater sediment)
PNEC 0.0903 mg/kg (Soil)

78-93-3 butanone

PNEC 55.8 mg/l (Freshwater)

PNEC 55.8 mg/l (Seawater)

PNEC 55.8 mg/l (Sporadic release)

PNEC| 709 mg/l (Sewage treatment plant)
PNEC 284.7 mg/kg (Freshwater sediment)
PNEC 284.7 mg/kg (Seawater sediment)

- Ingredients with biological limit values:

xylene

BMGV| 650 mmol/mol creatinine
Medium: urine

Sampling time: post shift
Parameter: methyl hippuric acid

78-93-3 butanone

BMGV| 70 pmol/L

Medium: urine

Sampling time: post shift
Parameter: butan-2-one

(Contd. on page 7)

GB —



Page 7/12

Safety data sheet
according to 1907/2006/EC, Article 31

Printing date 06.12.2023 Version number 13 (replaces version 12) Revision: 06.12.2023

Trade name: presto BOB rust sealant

(Contd. of page 6)
- Additional information: The lists valid during the making were used asdasi

- 8.2 Exposure controls
- Appropriate engineering controldlo further data; see section 7.
- Individual protection measures, such as personabfactive equipment
- General protective and hygienic measures:

Keep away from foodstuffs, beverages and feed.

Immediately remove all soiled and contaminatedhifat

Wash hands before breaks and at the end of work.

Avoid contact with the skin.

Avoid contact with the eyes and skin.

Avoid contact with the eyes.
- Respiratory protectionFilter A2/P3
- Hand protection

Protective gloves

- Material of gloves
Butyl rubber, BR
The selection of the suitable gloves does not defpend on the material, but also on further markguality
and varies from manufacturer to manufacturer.
- Penetration time of glove material
Butyl rubber gloves with a thickness of 0.4 mmragéstant to:
Acetone: 480 min
Butyl acetate: 60 min
Ethyl acetate: 170 min
Xylene: 42 min
Butyl rubber gloves with a thickness of 0.4 mmsargent resistant for 42- 480 minutes. As protectiv
measure, we recommend that users and responsitdensefor work safety assume solvent resistanaghen
of 42 minutes. Considering the data in section thisf SDS, one can assume longer resistance léngth
particular cases.
- Eye/face protection

Tightly sealed goggles

SECTION 9: Physical and chemical properties

-9.1 Information on basic physical and chemical pregies
- General Information
- Physical state Fluid
- Colour: According to product specification
- Odour: Characteristic
- Odour threshold: Not determined.
- Melting point/freezing point: Undetermined.
- Boiling point or initial boiling point and boiling
range 78 °C (172.4 °F) (64-17-5 ethanol)
- Flammability Highly flammable.
- Lower and upper explosion limit
- Lower: 3.5 Vol % (64-17-5 ethanol)
- Upper: 15 Vol % (64-17-5 ethanol)
- Flash point: 13 °C (55.4 °F) (64-17-5 ethanol)
- Auto-ignition temperature: 270 °C (518 °F) (107-98-2 1-methoxy-2-propanol)
- Decomposition temperature: Not determined.

(Contd. on page 8)
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- Viscosity:

- Kinematic viscosity at 20 °C (68 °F)

- Kinematic viscosity at 40 °C (104 °F)
- Dynamic:

- Solubility

- water:

- Vapour pressure at 20 °C (68 °F):

- Vapour pressure at 50 °C (122 °F):
- Density and/or relative density

- Density at 20 °C (68 °F):

- Relative density

- Vapour density

- Partition coefficient n-octanol/water (log value)

Not determined.

12 s (DIN 53211/4)
>20.5 mm?/s
Not determined.

Not miscible or difficult to mix.

Not determined.

59 hPa (44.3 mm Hg) (64-17-5 ethanol)
280 hPa (210 mm Hg)

0.8 g/cm3 (6.7 Ibs/gal)
Not determined.
Not determined.

- 9.2 Other information
- Appearance:
-Form:

environment, and on safety.
- Explosive properties:

- Solvent content:
- Organic solvents:
-VOC (EC)

-VOC-EU%

- Solids content:

- Change in condition
- Evaporation rate

Fluid

- Important information on protection of health and

Product is not explosive. However, formation of
explosive air/vapour mixtures are possible.

78.0 %
656.0 g/l
82.00 %
18.0 %

Not determined.

- Explosives

- Flammable gases

- Aerosols

- Oxidising gases

- Gases under pressure

- Flammable liquids

- Flammable solids

- Self-reactive substances and mixtures
- Pyrophoric liquids

- Pyrophoric solids

- Self-heating substances and mixtures

gases in contact with water
- Oxidising liquids
- Oxidising solids
- Organic peroxides
- Corrosive to metals
- Desensitised explosives

- Information with regard to physical hazard classes

Void
Void
Void
Void
Void
Highly flammable liquid and vapour.
Void
Void
Void
Void
Void

- Substances and mixtures, which emit flammable

Void
Void
Void
Void
Void
Void

SECTION 10: Stability and reactivity

-10.1 ReactivityNo further relevant information available.

- 10.2 Chemical stability

- Thermal decomposition / conditions to be avoidéth decomposition if used according to specification

- 10.3 Possibility of hazardous reactiof dangerous reactions known.
- 10.4 Conditions to avoidlo further relevant information available.

(Contd. on page 9)
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-10.5 Incompatible materialsiNo further relevant information available.
- 10.6 Hazardous decomposition productéo dangerous decomposition products known.

SECTION 11: Toxicological information

-11.1 Information on hazard classes as defined ingR&ation (EC) No 1272/2008
- Acute toxicityBased on available data, the classification crisegire not met.

- LD/LC50 values relevant for classification:

64-17-5 ethanol

Oral LD50 10470 mg/kg (rat)
Dermal |LD50 >2000 mg/kg (rat)
Inhalative| LC50/4h 120 mg/l (rat)
xylene

Oral LD50 3523 mg/kg (rat)
Dermal |LD50 2000 mg/kg (rabbit)
Inhalative| LC50 /4 h 29000 mg/m3 (rat)
123-86-4 n-butyl acetate

Oral LD50 10800 mg/kg (rat) (OECD 401)
Dermal |LD50 >17600 mg/kg (rabbit)
Inhalative| LC50/4 h >21 mg/m3 (rat)

78-93-3 butanone

Oral LD50 >2193 mg/kg (rat)

Dermal |LD50 >5000 mg/kg (rabbit)
Inhalative| LC50 /4 h 34 mg/m3 (rat)

- Skin corrosion/irritation Causes skin irritation.

- Serious eye damage/irritatio@auses serious eye damage.

- Respiratory or skin sensitisatioNo sensitising effects known.
-11.2 Information on other hazards

- Endocrine disrupting properties

78-93-3{ butanone

‘List I

SECTION 12: Ecological information

-12.1 Toxicity
- Aquatic toxicity:
64-17-5 ethanol
LC50/96h | 13000 mg/l (oncorhynchus mykiss)
EC50/48 h 12900 mg/l (algae)
LC50/48 h 12340 mg/l (daphnia magna)
xylene
EC50/48 h 7.4 mg/l (daphnia magna)
LC50/96 h 13.5 mg/l (fish)
78-93-3 butanone
LC50 /48 h 308 mg/l (daphnia magna)
LC50/ 72 h 1972 mg/l (Pseudokirchneriella Subcdpijta
LC50 /96 h 2990 mg/ (fish)

-12.2 Persistence and degradabilido further relevant information available.
- 12.3 Bioaccumulative potentidllo further relevant information available.

(Contd. on page 10)
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- 12.4 Mobility in soilNo further relevant information available.
-12.5 Results of PBT and vPvB assessment
- PBT: Not applicable.
-vPvB: Not applicable.
-12.6 Endocrine disrupting propertielsor information on endocrine disrupting propertigse section 11.
-12.7 Other adverse effects
- Additional ecological information:
- General notes:

Water hazard class 2 (German Regulation) (Selfsssaent): hazardous for water

Do not allow product to reach ground water, wateucse or sewage system.

Must not reach sewage water or drainage ditch undd or unneutralised.

Danger to drinking water if even small quantitieak into the ground.

SECTION 13: Disposal considerations

-13.1 Waste treatment methods
- Recommendation
Must not be disposed together with household gagbBg not allow product to reach sewage system.

- Uncleaned packaging:

- Recommendation:
Disposal must be made according to official regiolas.
Disposal must be made according to official regiolas.

SECTION 14: Transport information
-14.1 UN number or ID number

-ADR, IMDG, IATA UN1263

-14.2 UN proper shipping name

-ADR 1263 PAINT

-IMDG PAINT, MARINE POLLUTANT
- IATA PAINT

- 14.3 Transport hazard class(es)

-ADR

3 (F1) Flammabile liquids.

3 Flammable liquids.

- Class 3 Flammable liquids.

(Contd. on page 11)
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- Label 3

- 14.4 Packing group
-ADR, IMDG, IATA 1]

- 14.5 Environmental hazards:
- Marine pollutant: Yes
Symbol (fish and tree)

- 14.6 Special precautions for user Warning: Flammable liquids.
- Hazard identification number (Kemler code): 30

- EMS Number: F-E,S-E

- Stowage Category A

- 14.7 Maritime transport in bulk according to IMO
instruments Not applicable.

- Transport/Additional information:

-ADR
- Limited quantities (LQ) 5L
- Excepted quantities (EQ) Code: E1
Maximum net quantity per inner packaging: 30 ml
Maximum net quantity per outer packaging: 1000 ml
- Transport category 3
- Tunnel restriction code D/E
-IMDG
- Limited quantities (LQ) 5L
- Excepted quantities (EQ) Code: E1
Maximum net quantity per inner packaging: 30 ml
Maximum net quantity per outer packaging: 1000 ml
- UN "Model Regulation": UN 1263 PAINT, 3, llI

SECTION 15: Regulatory information

- 15.1 Safety, health and environmental regulatioregfislation specific for the substance or mixture

- Directive 2012/18/EU

-Named dangerous substances - ANNEXIbne of the ingredients is listed.

- Seveso categofy5¢c FLAMMABLE LIQUIDS

- Qualifying quantity (tonnes) for the application dbwer-tier requirement$000 t

- Qualifying quantity (tonnes) for the application aipper-tier requirement$0000 t

-15.2 Chemical safety assessmeAtChemical Safety Assessment has not been cauted o

SECTION 16: Other information

This information is based on our present knowledt{yevever, this shall not constitute a guaranteedioy
specific product features and shall not establidagally valid contractual relationship.

- Relevant phrases
H225  Highly flammable liquid and vapour.
H226  Flammable liquid and vapour.
H304 May be fatal if swallowed and enters airways.
H312  Harmful in contact with skin.
H315 Causes skin irritation.
H318 Causes serious eye damage.
H319  Causes serious eye irritation.
H332  Harmful if inhaled.

H335 May cause respiratory irritation.
(Contd. on page 12)
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H336  May cause drowsiness or dizziness.
H373  May cause damage to organs through prolonge@peated exposure.
H412  Harmful to aquatic life with long lasting effec
EUHO066 Repeated exposure may cause skin drynesaakiryg.
EUH205 Contains epoxy constituents. May producell@ngic reaction.

- Abbreviations and acronyms:
RID: Réglement international concernant le trandpmies marchandises dangereuses par chemin de égu{&ions Concerning the
International Transport of Dangerous Goods by Rail)
IATA-DGR: Dangerous Goods Regulations by the "mmé&pnal Air Transport Association" (IATA)
ICAO: International Civil Aviation Organisation
ADR: Accord relatif au transport international demrchandises dangereuses par route (European Agmee@oncerning the
International Carriage of Dangerous Goods by Road)
IMDG: International Maritime Code for Dangerous Gimo
IATA: International Air Transport Association
GHS: Globally Harmonised System of Classificatiod &abelling of Chemicals
EINECS: European Inventory of Existing Commercihé®ical Substances
ELINCS: European List of Notified Chemical Subsesnc
CAS: Chemical Abstracts Service (division of theeAran Chemical Society)
VOC: Volatile Organic Compounds (USA, EU)
DNEL: Derived No-Effect Level (UK REACH)
PNEC: Predicted No-Effect Concentration (UK REACH)
LC50: Lethal concentration, 50 percent
LD50: Lethal dose, 50 percent
PBT: Persistent, Bioaccumulative and Toxic
vPVB: very Persistent and very Bioaccumulative
Flam. Lig. 2: Flammable liquids — Category 2
Flam. Lig. 3: Flammable liquids — Category 3
Acute Tox. 4: Acute toxicity — Category 4
Skin Irrit. 2: Skin corrosion/irritation — Categorg
Eye Dam. 1: Serious eye damage/eye irritation -eGatty 1
Eye Irrit. 2: Serious eye damage/eye irritation at€gory 2
STOT SE 3: Specific target organ toxicity (singlpasure) — Category 3
STOT RE 2: Specific target organ toxicity (repeaggdosure) — Category 2
Asp. Tox. 1: Aspiration hazard — Category 1
Aguatic Chronic 3: Hazardous to the aquatic envir@nt - long-term aquatic hazard — Category 3

-* Data compared to the previous version altered.
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